
ART. - ITEM

06.0091
Viti testa esagonale                                                            
Hexagonal head screws

Viti TE utilizzate per il montaggio e/o fissaggio di particolari
metallici nei più svariati utilizzi industriali. Finitura: zincata. 
Screws with hexagonal head used for fixing metal parts in the most
varied indutrial uses. Finishing: zinc plated. 

DATI TECNICI/TECHNICAL DATA mm

F 8MA 8MA 8MA 8MA 10MA 10MA 10MA 10MA 10MA 10MA 10MA 10MA 10MA
L 30 25 50 60 25 30 35 40 45 50 55 60 70

COD. DESCRIZIONE / DESCRIPTION

06.0091M10259 VITE TE 8.8 UNI 5739 10X25 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X25 100

06.0091M10309 VITE TE 8.8 UNI 5739 10X30 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X30 100

06.0091M10359 VITE TE 8.8 UNI 5739 10X35 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X35 100

06.0091M10409 VITE TE 8.8 UNI 5739 10X40 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X40 100

06.0091M10459 VITE TE 8.8 UNI 5739 10X45 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X45 100

06.0091M10509 VITE TE 8.8 UNI 5739 10X50 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X50 100

06.0091M10559 VITE TE 8.8 UNI 5739 10X55 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X55 100

06.0091M10609 VITE TE 8.8 UNI 5739 10X60 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X60 100

06.0091M10709 VITE TE 8.8 UNI 5739 10X70 ZINCATA / ZINC PLATED HEX HEAD SCREW M10X70 100

06.0091M80209 VITE TE 4.8 UNI 5739 8X20 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X20 100

06.0091M80259 VITE TE 8.8 UNI 5739 8X25 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X25 100

06.0091M80309 VITE TE 8.8 UNI 5739 8X30 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X30 100

06.0091M80359 VITE TE 8.8 UNI 5739 8X35 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X35 100

06.0091M80509 VITE TE 8.8 UNI 5739 8X50 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X50 100

06.0091M80609 VITE TE 8.8 UNI 5739 8X60 ZINCATA / ZINC PLATED HEX HEAD SCREW M8X60 100
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